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QUICK REFERENCE GUIDE

Step 1

Ensure the inflation device is in the unlocked 
position by pushing the locking lever to the 
LEFT.

Step 3

Hold the inflation device upright to allow all 
the air to rise to the top of the barrel. Utilizing 
the 3-way stopcock, turn the OFF knob of the 
stopcock towards the balloon catheter port and 
advance the plunger to purge any excess air 
from the system.

Step 2

Fill the barrel with the appropriate amount of 
water or contrast. 
• 40 cc of fluid for non-biliary dilation balloons 
• 15 cc of fluid for biliary dilation balloons

Step 4

Connect the stopcock to the balloon catheter. 
Turn the OFF knob of the stopcock towards the 
side port.

Pull negative pressure to remove any excess air 
from the balloon by pulling back on the plunger 
as far as possible.

Step 5 Step 6

Hold the inflation device upright and turn the 
OFF knob of the stopcock towards the balloon 
catheter port. Advance the plunger to purge 
any excess air.

Prior to inflation, turn the OFF knob of the 
stopcock towards the side port.

To inflate, advance the plunger until you meet 
resistance then lock the inflation device by 
pushing the locking lever to the CENTER 
position.



Step 7

Turn the plunger clockwise until you have 
reached the desired pressure.

Step 8a

To gradually deflate, leave the locking lever 
in the CENTER position and turn the plunger 
counterclockwise until you have reached the 
desired deflation pressure.

Step 8b

To rapidly deflate, push the locking lever to 
the LEFT and pull back on the plunger as far 
as possible. To allow for continued deflation, 
relock the inflation device by pushing the 
locking lever to the CENTER position and  
let go of the device.

Refer to current instructions for use for 
detailed information.
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