
QUICK REFERENCE GUIDE

LOADING BIODESIGN® S TAPLE L INE REINFORCEMENT ON ETHICON® ECHELON S TAPLER

Step 3

Completely insert the stapler jaws into the tray 
alignment channel, avoiding contact with the 
adhesive surface. Notches in the applicator 
provide a stopping point to indicate how 
far the applicator should be inserted into 
the stapler jaws. Close the stapler on the 
applicator.

Step 4

Holding the tray in one hand and securing the 
stapler closed with the other, firmly remove the 
tray to detach the foam applicator.

Step 5

Use your fingers to provide compression at the 
end of the stapler jaws.

Step 6

Open the stapler jaws and remove the 
remaining portion of the foam applicator. 
Inspect for alignment and ensure that the 
stapler jaws are completely covered with the 
device. Use caution to avoid displacing the 
staple line reinforcement from the stapler jaws. 
Note: If material becomes displaced from 
the stapler, do not attempt to re-adhere it. 
Use a new device. Follow the manufacturer’s 
instructions for using the stapler, and deploy 
the stapler within 20 minutes after applying the 
staple line reinforcement material.

Step 1 Step 2

Remove the pouch containing the device 
from the box. Using aseptic technique, open 
the pouch and pass the device onto the 
sterile field. Note: A humidity control packet 
is included in the packaging and should be 
discarded if encountered.

Grasp the printed release liner tabs and slowly 
peel away the liner from the entire device, 
making sure not to dislodge the device from 
the foam applicator. Do not open the tray or 
remove the device from the tray. Note: Avoid 
touching the adhesive surface after the liner 
has been removed.

Refer to current instructions for detailed system use.
ETHICON is a registered trademark of Johnson & Johnson.  
ECHELON is a trademark of Johnson & Johnson.
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