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Features

Step 1

Pass a 0.035 inch (0.89 mm) or 0.038 inch  
(0.97 mm) wire guide to the level of the 
stricture. Insert a wire guide across the stricture 
to where the stent introducer system will be 
placed over the wire guide.

Step 2

Ensure that the Y-connector’s proximal valve, 
connecting the pusher and outer sheath,  
is locked.

Step 3

Flush the inner lumen of the introducer system.
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Refer to the current Instructions for Use for detailed informa-
tion regarding use, contraindications, associated risks, etc.

Clinical images in steps 1, 4, and 8 courtesy of Dr. Giorgio  
Battaglia, Istituto Oncologico Veneto Padova, Italy.

Clinical image in step 9 courtesy of Dr. Matthew Kutner, 
Hackensack University Medical Center, Hackensack, US.

Step 9

To reposition a stent immediately after 
deployment, use forceps or a snare to grasp the 
retrieval string and gently adjust it to the correct 
placement. Note: The stent can only  
be repositioned proximally.

Step 8

Examine the stent fluoroscopically or 
endoscopically to confirm expansion.
Carefully remove the introducer system and 
the wire guide from the patient. If excessive 
resistance is felt during removal, wait 3 to 5 
minutes to allow further stent expansion. (Place 
the inner sheath back into the outer sheath, as 
in the original state, prior to removal.)

Step 7

Continue pulling back on the Y-connector until 
the stent is fully deployed.
Caution: Do not push forward or pull backward 
on the hub with the stent partially deployed. 
The hub must be securely immobilized. 
Inadvertent movement of the hub may cause 
misalignment of the stent and possible damage 
to the esophagus.
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Step 6

To begin stent deployment, immobilize the hub 
in one hand and grasp the Y-connector with the 
other hand. Gently slide the Y-connector back 
along the pusher towards the hub.

Step 5

Once the introducer system is in the correct 
position for deployment, unlock the proximal 
valve of the Y-connector by turning counter-
clockwise more than two times. The stent is now 
ready for deployment.

Step 4

Position the introducer system exactly in the 
center of the target stricture.


