Trust Cook’s line of ports to meet your vascular access needs.
Vascular access sets
The convenience of power injection with the comfort of Vital-Port.

Features:
- Maximum flow rate: 5 mL/sec
- Maximum pressure setting: 325 psi
- Maximum viscosity of media: 11.8 cP
- Used only with infusion needles that are approved for power injection
- MR conditional status
Vital-Port Vascular Access System (power injectable)
These standard size, single-chamber titanium Vital-Port models are approved for power injection.

<table>
<thead>
<tr>
<th>Global Product Number</th>
<th>Order Number</th>
<th>Catheter ID mm</th>
<th>Catheter OD Fr</th>
<th>Introducer Fr</th>
<th>Flow Rate mL/sec</th>
</tr>
</thead>
<tbody>
<tr>
<td>Silicone Catheter – Attached with Peel-Away® Introducer Sets</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>G26434 IP-S7010</td>
<td>1.4</td>
<td>7.5</td>
<td>8.0</td>
<td>5</td>
<td></td>
</tr>
<tr>
<td>G26438 IP-S9010</td>
<td>1.6</td>
<td>9.5</td>
<td>10.0</td>
<td>5</td>
<td></td>
</tr>
<tr>
<td>Silicone Catheter – Detached with Peel-Away Introducer Sets</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>G26436 IP-S7110</td>
<td>1.4</td>
<td>7.5</td>
<td>8.0</td>
<td>5</td>
<td></td>
</tr>
<tr>
<td>G26440 IP-S9110</td>
<td>1.6</td>
<td>9.5</td>
<td>10.0</td>
<td>5</td>
<td></td>
</tr>
<tr>
<td>Silicone Catheter – Without Introducer Set</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>G20254 IP-7110</td>
<td>1.4</td>
<td>7.5</td>
<td>–</td>
<td>5</td>
<td></td>
</tr>
</tbody>
</table>

Some products or part numbers may not be available in all markets. Contact your local Cook representative or Customer Service for details.

Only use infusion sets approved for power injection with power injectable Vital-Port models.

MR conditional, tested up to 3T. Visit cookmedical.com for more information.
Single-chamber titanium
High-strength titanium port is designed for patient comfort and ease of access.

STANDARD TITANIUM
SINGLE-CHAMBER SYSTEMS

Weight: 17.8 g
Volume: .62 mL

<table>
<thead>
<tr>
<th>Global Product Number</th>
<th>Order Number</th>
<th>Catheter ID (mm)</th>
<th>Catheter OD (Fr)</th>
<th>Introducer (Fr)</th>
</tr>
</thead>
<tbody>
<tr>
<td>Silicone Catheter – Detached with Peel-Away Introducer Set</td>
<td>G26432 IP-S6110</td>
<td>1.0</td>
<td>6.5</td>
<td>7.0</td>
</tr>
</tbody>
</table>

Some products or part numbers may not be available in all markets. Contact your local Cook representative or Customer Service for details.

PETITE TITANIUM
SINGLE-CHAMBER SYSTEMS

Weight: 9.0 g
Volume: .35 mL

<table>
<thead>
<tr>
<th>Global Product Number</th>
<th>Order Number</th>
<th>Catheter ID (mm)</th>
<th>Catheter OD (Fr)</th>
<th>Introducer (Fr)</th>
</tr>
</thead>
<tbody>
<tr>
<td>Silicone Catheter – Attached with Peel-Away Introducer Set</td>
<td>G26431 IP-S6013</td>
<td>1.0</td>
<td>6.5</td>
<td>7.0</td>
</tr>
<tr>
<td>Silicone Catheter – Detached with Peel-Away Introducer Set</td>
<td>G26433 IP-S6113</td>
<td>1.0</td>
<td>6.5</td>
<td>7.0</td>
</tr>
</tbody>
</table>

Some products or part numbers may not be available in all markets. Contact your local Cook representative or Customer Service for details.

Single-chamber titanium set includes:
• Standard or petite port
• 22 gage noncoring needle
• 18 gage access needle
• 50 cm wire guide
• 20 cm metal tunneler
• Syringe
• Peel-Away sheath
Mini titanium set
One of the lowest profile ports available for ease of peripheral and other placement.

MINI TITANIUM
SINGLE-CHAMBER SYSTEMS

Weight: 5.0 g
Volume: .15 mL

<table>
<thead>
<tr>
<th>Global Product Number</th>
<th>Order Number</th>
<th>Catheter ID mm</th>
<th>Catheter OD Fr</th>
<th>Introducer Fr</th>
</tr>
</thead>
<tbody>
<tr>
<td>Silicone Catheter – Attached</td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>G26469</td>
<td>IP-SS016</td>
<td>.9</td>
<td>5.0</td>
<td>6.0</td>
</tr>
<tr>
<td>Silicone Catheter – Detached</td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>G26470</td>
<td>IP-SS116</td>
<td>.9</td>
<td>5.0</td>
<td>6.0</td>
</tr>
<tr>
<td>Silicone Catheter – Detached with Obturator and Micropuncture® Introducer Set</td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>G26489</td>
<td>IP-SS116W-MPIS-NT</td>
<td>.9</td>
<td>5.0</td>
<td>5.5</td>
</tr>
</tbody>
</table>

Some products or part numbers may not be available in all markets. Contact your local Cook representative or Customer Service for details.

*IP-SS016 and IP-SS116 include a 19 gage noncoring needle.
** Included only in IP-SS116W-MPIS-NT.

MR conditional, tested up to 3T. Visit cookmedical.com for more information.
References


Customer Service
EU Website: cookmedical.eu
EDI: cookmedical.eu/edi
Distributors: +353 61239240, scd.distributors@cookmedical.com
Austria: +43 179567125, at.orders@cookmedical.com
Belgium: +32 27001633, be.orders@cookmedical.com
Denmark: +45 38487607, dk.orders@cookmedical.com
Finland: +358 972359996, fi.orders@cookmedical.com
France: +33 171230269, fr.orders@cookmedical.com
Germany: +49 6950072804, de.orders@cookmedical.com
Hungary: +36 17779199, hu.orders@cookmedical.com
Ireland: +353 61239252, ie.orders@cookmedical.com
Italy: +39 0269828858, it.orders@cookmedical.com
Netherlands: +31 202013367, nl.orders@cookmedical.com
Norway: +47 23162949, no.orders@cookmedical.com
Spain: +34 912702691, es.orders@cookmedical.com
Sweden: +46 858769468, se.orders@cookmedical.com
Switzerland - French: +41 448009609, fr.orders@cookmedical.com
Switzerland - Italian: +41 448009609, it.orders@cookmedical.com
Switzerland - German: +41 448009609, de.orders@cookmedical.com
United Kingdom: +44 2073654183, uk.orders@cookmedical.com

USA Website: cookmedical.com
EDI: cookmedical.com/edi.do
Americas:
Phone: +1 812.339.2235, 800.457.4500, Fax: 800.554.8335
E-mail: orders@cookmedical.com
Australia:
Phone: +61 734346000, 180077222, Fax: +61 734346001, 1800077283
E-mail: cau.customers@cookmedical.com

AL, ESC, IR, OHNS, PL, RM, SUR, AA